VIRGINIA POLLUTANT DISCHARGE ELIMINATION SYSTEM PERMIT CONCENTRATED ANIMAL
FEEDING OPERATION

Permit Application Addendum

Murphy-Brown LLC
Farms 1-5 (Proctors Bridge)
Permit VPA 01074

VIII.B MORTALITY DISPOSAL METHODS

The mortality disposal method utilized for this site is rendering. Mortality is removed from the
Barn and placed in a mortality ben for pickup and removal from the site. The mortality ben is a
synthetic container with a lid. The dead box is picked up and emptied daily by truck, the
contents of the box are delivered to the rendering facility. In the event unforeseen
circumstances prevent daily pick up of mortality, the mortality is held inside the barn until daily
removal can resume.

Xl. CHEMICAL HANDLING METHODS

Murphy-Brown LLC maintains a list of all chemicals used on its facilities. The list of hazardous
chemical used by Murphy-Brown is maintained by a third party contractor. The contractor
provides emergency information for all products used by the company. This includes Material
Safety Data Sheets outlining the manufactures guidelines for handling, storage, and disposal.
Information is available 24 hours a day for all worksites within the Murphy-Brown organization.
Employees are trained to handle, store, and dispose of chemicals pre the manufactures label.
Chemicals are not disposed in any manure, process waste water or storm water.



VIRGINIA POLLUTANT DISCHARGE ELIMINATION SYSTEM PERMIT CONCENTRATED ANIMAL
FEEDING OPERATION

Permit Application Addendum

Murphy-Brown LLC
Farms 6-8 (Dory)
Permit VPA 01075

VIII.B MORTALITY DISPOSAL METHODS

The mortality disposal method utilized for this site is rendering. Mortality is removed from the
Barn and placed in a mortality ben for pickup and removal from the site. The mortality ben is a
synthetic container with a lid. The dead box is picked up and emptied daily by truck, the
contents of the box are delivered to the rendering facility. In the event unforeseen
circumstances prevent daily pick up of mortality, the mortality is held inside the barn until daily
removal can resume.

Xl. CHEMICAL HANDLING METHODS

Murphy-Brown LLC maintains a list of all chemicals used on its facilities. The list of hazardous
chemical used by Murphy-Brown is maintained by a third party contractor. The contractor
provides emergency information for all products used by the company. This includes Material
Safety Data Sheets outlining the manufactures guidelines for handling, storage, and disposal.
Information is available 24 hours a day for all worksites within the Murphy-Brown organization.
Employees are trained to handle, store, and dispose of chemicals pre the manufactures label.
Chemicals are not disposed in any manure, process waste water or storm water.



VIRGINIA POLLUTANT DISCHARGE ELIMINATION SYSTEM PERMIT CONCENTRATED ANIMAL
FEEDING OPERATION

Permit Application Addendum

Murphy-Brown LLC
Farms 9, 10 and 21
Permit VPA 00574

VIII.B MORTALITY DISPOSAL METHODS

The mortality disposal method utilized for this site is rendering. Mortality is removed from the
Barn and placed in a mortality ben for pickup and removal from the site. The mortality ben is a
synthetic container with a lid. The dead box is picked up and emptied daily by truck, the
contents of the box are delivered to the rendering facility. In the event unforeseen
circumstances prevent daily pick up of mortality, the mortality is held inside the barn until daily
removal can resume.

Xl. CHEMICAL HANDLING METHODS

Murphy-Brown LLC maintains a list of all chemicals used on its facilities. The list of hazardous
chemical used by Murphy-Brown is maintained by a third party contractor. The contractor
provides emergency information for all products used by the company. This includes Material
Safety Data Sheets outlining the manufactures guidelines for handling, storage, and disposal.
Information is available 24 hours a day for all worksites within the Murphy-Brown organization.
Employees are trained to handle, store, and dispose of chemicals pre the manufactures label.
Chemicals are not disposed in any manure, process waste water or storm water.



VIRGINIA POLLUTANT DISCHARGE ELIMINATION SYSTEM PERMIT CONCENTRATED ANIMAL
FEEDING OPERATION

Permit Application Addendum

Murphy-Brown LLC
Farms 16 and 17
Permit VPA 00577

VIII.B MORTALITY DISPOSAL METHODS

The mortality disposal method utilized for this site is rendering. Mortality is removed from the
Barn and placed in a mortality ben for pickup and removal from the site. The mortality ben is a
synthetic container with a lid. The dead box is picked up and emptied daily by truck, the
contents of the box are delivered to the rendering facility. In the event unforeseen
circumstances prevent daily pick up of mortality, the mortality is held inside the barn until daily
removal can resume.

Xl. CHEMICAL HANDLING METHODS

Murphy-Brown LLC maintains a list of all chemicals used on its facilities. The list of hazardous
chemical used by Murphy-Brown is maintained by a third party contractor. The contractor
provides emergency information for all products used by the company. This includes Material
Safety Data Sheets outlining the manufactures guidelines for handling, storage, and disposal.
Information is available 24 hours a day for all worksites within the Murphy-Brown organization.
Employees are trained to handle, store, and dispose of chemicals pre the manufactures label.
Chemicals are not disposed in any manure, process waste water or storm water.



VIRGINIA POLLUTANT DISCHARGE ELIMINATION SYSTEM PERMIT CONCENTRATED ANIMAL
FEEDING OPERATION

Permit Application Addendum

Murphy-Brown LLC
Farms 12
Permit VPA 00575

VIII.B MORTALITY DISPOSAL METHODS

The mortality disposal method utilized for this site is rendering. Mortality is removed from the
Barn and placed in a mortality ben for pickup and removal from the site. The mortality ben is a
synthetic container with a lid. The dead box is picked up and emptied daily by truck, the
contents of the box are delivered to the rendering facility. In the event unforeseen
circumstances prevent daily pick up of mortality, the mortality is held inside the barn until daily
removal can resume.

Xl. CHEMICAL HANDLING METHODS

Murphy-Brown LLC maintains a list of all chemicals used on its facilities. The list of hazardous
chemical used by Murphy-Brown is maintained by a third party contractor. The contractor
provides emergency information for all products used by the company. This includes Material
Safety Data Sheets outlining the manufactures guidelines for handling, storage, and disposal.
Information is available 24 hours a day for all worksites within the Murphy-Brown organization.
Employees are trained to handle, store, and dispose of chemicals pre the manufactures label.
Chemicals are not disposed in any manure, process waste water or storm water.



VIRGINIA POLLUTANT DISCHARGE ELIMINATION SYSTEM PERMIT CONCENTRATED ANIMAL
FEEDING OPERATION

Permit Application Addendum

Murphy-Brown LLC
Farms 13 and 14
Permit VPA 00573

VIII.B MORTALITY DISPOSAL METHODS

The mortality disposal method utilized for this site is rendering. Mortality is removed from the
Barn and placed in a mortality ben for pickup and removal from the site. The mortality ben is a
synthetic container with a lid. The dead box is picked up and emptied daily by truck, the
contents of the box are delivered to the rendering facility. In the event unforeseen
circumstances prevent daily pick up of mortality, the mortality is held inside the barn until daily
removal can resume.

Xl. CHEMICAL HANDLING METHODS

Murphy-Brown LLC maintains a list of all chemicals used on its facilities. The list of hazardous
chemical used by Murphy-Brown is maintained by a third party contractor. The contractor
provides emergency information for all products used by the company. This includes Material
Safety Data Sheets outlining the manufactures guidelines for handling, storage, and disposal.
Information is available 24 hours a day for all worksites within the Murphy-Brown organization.
Employees are trained to handle, store, and dispose of chemicals pre the manufactures label.
Chemicals are not disposed in any manure, process waste water or storm water.



VIRGINIA POLLUTANT DISCHARGE ELIMINATION SYSTEM PERMIT CONCENTRATED ANIMAL
FEEDING OPERATION

Permit Application Addendum

Murphy-Brown LLC
Farms 15
Permit VPA 00576

VIII.B MORTALITY DISPOSAL METHODS

The mortality disposal method utilized for this site is rendering. Mortality is removed from the
Barn and placed in a mortality ben for pickup and removal from the site. The mortality ben is a
synthetic container with a lid. The dead box is picked up and emptied daily by truck, the
contents of the box are delivered to the rendering facility. In the event unforeseen
circumstances prevent daily pick up of mortality, the mortality is held inside the barn until daily
removal can resume.

Xl. CHEMICAL HANDLING METHODS

Murphy-Brown LLC maintains a list of all chemicals used on its facilities. The list of hazardous
chemical used by Murphy-Brown is maintained by a third party contractor. The contractor
provides emergency information for all products used by the company. This includes Material
Safety Data Sheets outlining the manufactures guidelines for handling, storage, and disposal.
Information is available 24 hours a day for all worksites within the Murphy-Brown organization.
Employees are trained to handle, store, and dispose of chemicals pre the manufactures label.
Chemicals are not disposed in any manure, process waste water or storm water.



VIRGINIA POLLUTANT DISCHARGE ELIMINATION SYSTEM PERMIT CONCENTRATED ANIMAL
FEEDING OPERATION

Permit Application Addendum

Murphy-Brown LLC
Farms 18, 19 and 20
Permit VPA 00578

VIII.B MORTALITY DISPOSAL METHODS

The mortality disposal method utilized for this site is rendering. Mortality is removed from the
Barn and placed in a mortality ben for pickup and removal from the site. The mortality ben is a
synthetic container with a lid. The dead box is picked up and emptied daily by truck, the
contents of the box are delivered to the rendering facility. In the event unforeseen
circumstances prevent daily pick up of mortality, the mortality is held inside the barn until daily
removal can resume.

Xl. CHEMICAL HANDLING METHODS

Murphy-Brown LLC maintains a list of all chemicals used on its facilities. The list of hazardous
chemical used by Murphy-Brown is maintained by a third party contractor. The contractor
provides emergency information for all products used by the company. This includes Material
Safety Data Sheets outlining the manufactures guidelines for handling, storage, and disposal.
Information is available 24 hours a day for all worksites within the Murphy-Brown organization.
Employees are trained to handle, store, and dispose of chemicals pre the manufactures label.
Chemicals are not disposed in any manure, process waste water or storm water.



